


CONTAINER SPECIFICATIONS

� �„  ¼” (1) Piece Floor
� �„  3” Channel on 12” Floor
� �„  Channel Spacing with Gussets on all Cross members
� �„  Solid Steel Bull Nose Inserted into 6 x 2 x 1/4 Main Rails
� �„  (4) ½” PL Skid Pads
� �„  6” Front to Rear “Rudco Funnel Design”
� �„  3” x 3” x 3/8” Structural angle on top tube for support
� �„  “I”-Deck Understructure with Rear “Load Breaker” Extension Tubes
� �„  Outside Flat Surfaces Minimized to keep the container free of 

excess material
� �„  Full Water Test
� �„  2 x 6 x 3/16 tube for Door Frame, also Horizontal Center & Upper 

Vertical Stiffener

HEAVY DUTY DOOR SPECIFICATIONS

� �„  3/16 PL - Lower Corner Gussets
� �„  3/16” PL - Door Sheet
� �„  Full Door “T” Shaped Neoprene Door Gasket - 40 Durometer 

Captured between Retainer Angle

� �„  3/8” Proof Coil Safety Door Chain
� �„  1 ¼” Latch Bar Supported by 1 ¼” Schedule 40 Pipe & 3” 

Structural Channel Welded to Latch Side Tube
� �„ Latch Assembly:
� �„  3/8” PL - Door Latch Plate (Bottom Plate also used to Align 

Door)
� �„  1/2” Flat Bar Guide Bars for Door Alignment
� �„  1 ¼” PL - Cam Grab Latch
� �„  Semi-automatic Slam Lock Assembly - ½” PL, 1” Bottom Hinge 

Assembly
� �„  Two Door Hinges: 1” Upper & Lower Plates, 2” OD x 1 ¼” ID 

Mech Tube Bushing :
� �„  Hinge Pin: 1 3/16 RB CRS
� �„  Sliding Hinge Mechanism: 1” PL Slides through a sleeve with 

grease �ttings made of ½” PL connected to a 1 ¼” PL Cam 
Welded to a 1 ¼” Bar Supported by 1 ¼” Schedule 40 Pipe & 
3” Structural Channel Welded to Hinge Side Channel (Same as 
Latch Bar)

� �„  The Above Mechanism is Driven by a Ratchet Binder attached to 
the 1 ¼” Bar by a 1” Cam Plate

� �„  Cam Assembly Bar & Ratchet Binder Mount are Reinforced by 
Structural Channel & Flat Bar

NOTE: OPEN TOP CONTAINERS can be stacked on a load. This saves freight cost per container. However, when stacking and unstacking, doors have to be removed and re-hung, and the containers 
may be scratched or dented. We cannot be responsible for this happening since it is unavoidable when stacking containers.
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RUDCO RESERVES THE RIGHT TO REVISE, AMEND AND IMPROVE IT’S EQUIPMENT WITHOUT NOTICE

CONTAINERS
CEMENT WASHOUT
CONTAINER

06
/0

9 
#1

01


